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Industrial Safety Helmet

SWS-HEL1201

 Features

 Description

The SWS-HEL1201 industrial safety helmet protects the wearer from falling objects. Ideal for continuous use. Its excellent 
construction offers high comfort thanks to its 6-point suspension harness and 4-point “Y” chin strap, and its adjustment 
roller allows it to adapt perfectly to the wearer’s head. Its sweatband and superior ventilation system help to eliminate 
heat for prolonged use.

GAMA HEAD-PROTECT

 Activity Sectors

 Maintenance

Clean the helmet using mild soap and warm water. Do not use paints, solvents, chemicals, adhesives, gasoline or similar 
substances on this helmet. The impact resistance and other protective properties of the helmet can be destroyed by 
these substances. The loss of these protective properties may not be apparent or readily detectable by the user. After 
each use, disinfection must be done and agents harmful to health must not be used.

General Use Industrial 
Maintenance

Material ABS

Suspension 
harness

6 fixing points with ratchet 
adjustment

Francalette 4 “Y” Points

Sweatband Soft Sponge

Ventilation 6 Holes

Colors

White | Black

Blue | Black

Yellow | Black

Orange | Black

Certifying 
organisation

Alienor Certification
(Notified Body: 2754)

Certifications  EN 397:2012 + A1:2012

Sizes Unique

Construction

Building Sites Machinery and 
Equipment

Engineering
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Industrial Safety Helmet

SWS-HEL1201

 References

 Installation and Adjustment of the Helmet

Reference Color EU Size Bar Code unit Shipping box 
quantity G.W. N.W. Shipping box size

(CxLxH)
Bar Code

shipping box

S
W

S
-H

E
L

12
0

1 White | Black

Unique

5600992402568

20

8,5 kg 7,5 kg 55x47x43 cm 5600992407686

Blue | Black 5600992402544 8,5 kg 7,5 kg 55x47x43 cm 5600992407679

Yellow | Black 5600992402575 8,5 kg 7,5 kg 55x47x43 cm 5600992407662

Orange | 
Black 5600992402551 8,5 kg 7,5 kg 55x47x43 cm 5600992407693

INSTALLATION OF THE INTERIOR SHOCK SUSPENSION AND HANGER:
1. Place the opening of the helmet facing upwards and then the suspension inside it, fitting in each locking point. The 
shock suspension must remain inside the helmet shell.
2. Position the chin strap, engaging each attachment point, placing the hook inside out in each slot. Firmly close the hook 
hinge until it locks in each position. Repeat for each hook/slot.

ADJUST THE SUSPENSION ROLLER AND ROLLER SIZE:
1. Open the chin strap size adjuster to the maximum and open the safety quick release.
2. Turn the suspension roller counterclockwise until the headband opens.
3. Then place the helmet on your head, with the peak facing forward.
4. Attach the quick safety fastener, put on the chin guard and adjust the chin strap so that it fits snugly against your head, 
avoiding openings during use for a greater level of security.
5. Turn suspension roller clockwise until snug, not overtightened.

 Pictogram Explanation

ABS helmet

4-point “Y” chin strap

Helmet with ventilated hole

Soft band for sweat absorption

Suspension harness with 6 attachment points

Roller for a perfect fit on the head


